BarRoll Carpst Reinforcement is a fast and efficient method of reinforcing large areas of slab, BarRoll, unlike other Carpet Reinforcement systems, has no welding involved in its manufacture.

carriage ways or bridge decking with a minimum of effort and reduced man power. A double strand of tie wire is used to hold and position the bars as required. This allows for flexibility and

adjustment on site if necessary as the bars can be easily moved or cut from the roll with a pair of snips.
A non-welded, one directional carpet of reinforcement can be fabricated as a roll to the The non-welded manufacture also allows coated or stainless steel bars to be used in the roll along with
customers required diameters, lengths, bar centres and weight, eliminating the need to handle the option of stainless tie wire.

and place multiple loose bars. , . .
This fast, automated process can produce an approximate 1ton carpet of 10mm rebar in an hour, or a

maximum 5 ton carpet of 32mm in around 30 minutes.

BARROLL FEATURES

The process of roling out a carpet on site is even faster —an average roll of around 2 ton can be pushed
out by 2 men in a matter of seconds eliminating the need for gangs of skilled labour.

10mm to 32mm rebar.

Overall, BarRoll gives you the flexibility of loose bar, speed of prefabrication and the reduction of skilled lalbour

2.4m to 12m roll width. in one product.

Positioning of the roll at a start point is made easier by way of a ‘positioning flap’ . During
manufacture the first 4 bars of the roll are tied to the outside of the lifting strops, and just prior to the roll being
placed on site, this flap can be untied from the roll allowing the first bar to be accurately positioned at its start point.

50mm to 450mm variable bar spacing.

Multiple bar diameters per Roll.

Multiple bar centres per Roll.

Staggered bar lengths.

5 tonne Maximum carpet weight.

Up to 30m roll out length.

Threaded bar ends.

Non-welded automated assembly.

Coated and stainless rebar.

Standard or stainless tie wire.

Pre-Slung.

Through early collaboration with the customer,
the site team and consulting engineer,
Kierbeck can produce clear and simple layout
details and scheme drawings to allow

the project to achieve a fastrack solution for
slab reinforcement.

Placing bar flap.
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